KM-1M PZ-M
PV-50
PK-16
PK-3M-1
EPK-28*
TVU-1-3D-0,5

FIRE PROTECTION SYSTEM PP-3

BD3-56E EPK-28*

GSH-23L PPL

* Note: the product is not in our product line yet.

2 sets
2 pcs
2 pcs
6 pcs
1 pc

4 pcs

2 pcs

1 pc

3 pcs

and Defence Products A.D.

Rocket fuel PZ-M is a double base fuel delivering the main propulsion for the ejection of the KM-1 pilot ejection seat.

Pyrocartridge PV-50 is assigned for kindle propellant charge of rocket engine-accelerator on pilot ejection seat KM-1.

Pyrocartridge PK-16 is designed for initial seat acceleration of the KM-1 ejection seat.

Pyrocartridge PK-3M-1 is designed for canopy rejection and activation of coercive connection devices and rejection of parachute bars.
Cartridge is designed for the rejection of the cab roof above the rear seat.

Pyrocartridge TVU-1-3D-0.5 is activating the canopy lock opener of the MiG-29 aircraft.

Pyrocartridge PP-3 is designed for opening anti-fire lock on fire extinguishers.

The cartridge is designed to activate the safety device.

The PPL Pyrocartridge is used as starter cartridge for the weapon systems such as YakB Machine Gun, GSh-23 Aircraft Gun and Automatic Canon 2A42.
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